
 

Excellence In Steel Manufacturing 
Hammad Steel Industries is leading and Reliable Source of Steel Products offering lowest CNF Prices, 

including Reliability and Complete Quality Assurance with Timely Deliveries 
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Hammad Steel Industries 
Hammad Steel Industries is leading Certified ISO 9001: 2008 manufacturers 
and exporter of Steel Rebar and other steel products to Africa and other 
Middle Eastern countries respectively from Turkey and Middle East, with a 
growing presence in markets around the world. 

Hammad Steel has an extensive production and inventory of both billets and rebar for immediate and prompt deliveries. 
We manufacture for the conduction of exports of imperial sizes starting from 6MM upto 40MM. To minimize waste we carry 
a wide variety of lengths depending on the size and grade required. Commonly available lengths include 6m, 9m and 12m. 
We accomplish several standards including British Standard BS-4449 GR460B and American Standard ASTM A615 GR60. 

Why Hammad Steel Industries? 
Hammad Steel Industries is famous for its Reliable Quality, Wide Production Capacity, 
Extensive Inventory and most of all Prompt Shipments. Fully integrated and reliable 
Steel Rebar Prices and Steel News published regularly and forwarded to our customers 
regardless of their volumes purchased. Hammad Steel Industries has developed very 
strong and friendly relationships with many African customers and consumers. The 
importance of Hammad Steel Industries to this market has grown over the past years, as 
surging demand in African countries for Hammad Steel Industries products enable us to 
struggle more to keep up with demand. 

History 
Hammad Steel Industries was established in year 2007 for the conduction of its exports business of Long Products and 
Structural Products in Jebel Ali Free Zone  UAE , just 5 KMs from the Jebel Ali Port, which possess design capacity of 0.36 
million TEUs per annum and is capable of handling vessels up to 272 meters in length. Hammad Steel Industries is wholly 
owned subsidiary of H.Y. Group of Companies, consortium of leading international trading and manufacturing companies. 
Having strong presence and subsidiary worldwide including Middle East, Far East, South East Asia, African Countries, 
Europe, UK, USA and Canada. 
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ISO 9001:2008  

The ISO 9001-2008 quality certification process applies to all aspects of 
Hammad Steel Industries businesses in all locations worldwide. Thus ensuring 
that we deliver what we promise, when we promise it, every time! 
 
Our all steel products is well known for its high standard. Our high standards 
insure that our products and services are the highest quality for our 
customers. This enables us to earn a reputable name in the steel industry. 
 
By creating an environment that encourages a commitment to quality and 
which sponsors continuous improvement, we are able to ensure that we 
remain focused on consistently delivering value and excellence for our clients. 

What is ISO? 

ISO is an International Standard Organization that differentiates public and private sectors. On the one 
hand, ISO is a network of the national standards institutes of 159 countries, one member per country, 
with a Central Secretariat in Geneva, Switzerland, that coordinates the system. 

ISO is a non-governmental organization that forms a bridge between the public and private sectors. On the one hand, 
many of its member institutes are part of the governmental structure of their countries, or are mandated by their 
government. On the other hand, other members have their roots uniquely in the private sector, having been set up by 
national partnerships of industry associations. 

Therefore, ISO enables a consensus to be reached on solutions that meet both the requirements of business and the 
broader needs of society. 
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Steel Rebar 
Today Steel Rebar is the most admired building material across the globe and is used in a 
variety of residential, commercial and industrial structures from tall skyscrapers to huge 
sports stadium to homes and shopping malls. Especially steel rebars have found extensive 
usage to provide strength to the building structure. Concrete is basically high density 
material and has less strength when applied tension. To counter this problem, steel rebar 
sticks are used to carry the tensile loads in a composite structure. 

Steel Wire 
Hammad Steel produces wire rods having wide range of qualities conforming to the 
customers needs and purpose for use in welding electrode, steel mesh, wire, bolts, spring, 
etc. manufacturing. In our opinion, you, the esteemed customer of ours, choosing the 
right product or material form, constitutes the most critical point (the key point) in this 
matter. Wire rod is made from plain round bars, with the range including several different 
diameters and qualities, presented in coils. 

Steel Billet 
Hammad Steel Industries is Leading Manufacturer, Exporter and Supplier of Steel Billets 
from Turkey and Middle East respectively, offering lowest CNF prices of various diameters 
in containers. Accomplying several International Standards. Our modern steel melting 
Shop consists of an induction furnace, LRF and a continuous casting machine. The quality 
is controlled by highly trained personnel by means of continuous testing and process 
control. This shop produces billets / blooms in various special steel grades as per ASTM, TS 
708, BS 4449, ELOT 971 & NF A 35 Standards. 
 

Our Products 
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Steel Beam 

Hammad Steel Industries is a reliable source of superior quality IPE, IPEA & IPEAA Steel 

Beams in a variety of different sizes, maintaining extremely close dimensional tolerance 

and accurate mechanical properties. Built to international specifications, the light weight 

IPEAA steel beams are most suited to GCC markets, and primarily used in commercial and 

residential building structures and warehouses. 

Steel Channel 
Hammad Steel Industries is a reliable source of superior quality, light-weight UPN Steel 

Channels in a variety of different sizes, maintaining extremely close dimensional 

tolerances and accurate mechanical properties. Built to international specifications, UPN 

Steel Channels are found to be best suited for applications that require a strong steel 

framework, like warehouses etc. 
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Steel Rebar 
HAMMAD STEEL INDUSTRIES, Your Single Reliable Source for Steel Rebar from Turkey and 
Middle East. Today, Hammad Steel Industries is the mostly admired leading supplier of 
Steel Rebar in the African Countries specifically in East and West Africa. Recognized by 
International Consultants for their infrastructure needs in the developing Africa Continent. 

HAMMAD STEEL INDUSTRIES STANDARDS: 

Steel Rebar Standards is the main decisive factors / requirements by International for infrastructure. Several 
international standards are available with HAMMAD STEEL INDUSTRIES including: 

ASTM A 615 

ELOT 971:90 

A 400 NR / A 500 NR 

TS 708-VCH 

DIN 488:86 

BS 4449:97 

NF A 35 - 016 : 96 

HAMMAD STEEL INDUSTRIES DIAMETERS: 

Rebar size is another decisive factor when creating shop drawings for a structure or a building. Two conventions are 
being used by HAMMAD STEEL INDUSTRIES for rebar sizes  Imperial sizes and Metric sizes. Imperial bar method (USA 
convention) represents rebar diameters in fractions of 1/8 inch, such that #8 = 8/8 inch = 1 inch diameter. Metric bar 
method (Canadian convention) represents the rebar diameter in millimeters rounded to the nearest 5 mm. Steel Rebar 
Sizes available in Metric Bar method are from 6MM upto 40MM. 
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HAMMAD STEEL INDUSTRIES PACKAGING: 

Rebar packaging can be arranged as per requirements ranging from: 

U Shaped folded Bundles weighing upto 2 Metric Tons and lengths 
ranging from 12 Meters upto 24 Meters. 

Unfolded / Straight Bundles weighing upto 2 Metric Tons and lengths 
ranging from 6 Meters upto 24 Meters. 

Rounded Coils ~ upto 2 Metric Ton Coils for Bending / Cutting Machine use. 
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American Standard 

Accomplying: ASTM A 615 M 

ASTM A 615 M Specification  GR 40 / GR 60 

ASTM A 615 / M BY STANDARD Kg. / m. 

DIMENSION  
( mm. ) 

LENGTH  
( m. ) 

NUMBERS OF 
REBARS 

(QUANTITY) 

ASTM A 615 / M Grade 60  

Kg / m. 
THEORETICAL WEIGHT OF 

BUNDLE ( Kg. ) 

8 12 420 0.395 1990.800 

10 12 270 0.617 1999.080 

12 12 184 0.888 1960.704 

14 12 136 1.208 1971.456 

16 12 104 1.578 1969.344 

18 12 82 2.000 1968.000 

20 12 66 2.466 1953.072 

22 12 54 2.984 1933.632 

24 12 47 3.550 2002.200 

25 12 42 3.853 1941.912 

26 12 40 4.168 2000.640 

28 12 33 4.834 1914.264 

30 12 30 5.550 1998.000 

32 12 26 6.313 1969.656 

36 12 21 7.990 2013.480 

40 12 17 9.865 2012.460 
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Turkish Standard  

Accomplying: TS 708 

TS 708-VCH Specification - VCH III A / VCH IV A 

TS 708 - VCH III A / VCH IV A 

RATED 

DIAMETER 

WEIGHT 

CUT AREA 

EN to the Ribs Longitudinal Ribs  
Pitch / STEP 

( mm ) 

Ribs TIP 

DISTANCE 

( ~ ) Kg / m. Tolerance 

% 

Height  

( mm. ) 

Width 

( mm. ) 

Height  

( mm. ) 

Height  

( mm.) 

(mm.) Nominal mm2 Min. Max. Max. Max. Min. Max. Min. Max. mm. 

8 0.395 

+4 

-6 

50.3 0.4 0.8 0.8 0.8 0.48 1.12 4.0 8.0 2.4 

10 0.617 78.5 0.5 1.0 1.0 1.0 0.60 1.40 5.0 10.0 3.0 

12 0.888 113.0 0.6 1.2 1.2 1.2 0.72 1.68 6.0 12.0 3.6 

14 1,210 154.0 0.7 1.4 1.4 1.4 0.84 1.96 7.0 14.0 4.2 

16 1,580 201.0 0.8 1.6 1.6 1.6 0.96 2.24 8.0 16.0 4.8 

18 2,000 254.4 0.9 1.8 1.8 1.8 1.08 2.52 9.0 18.0 5.0 

20 2,470 314 1.0 2.0 2.0 2.0 1.20 2.80 10.0 20.0 6.0 

22 2,985 380.0 1.1 2.2 2.2 2.2 1.32 3.08 11.0 22.0 6.6 

24 3,550 452.3 1.2 2.4 2.4 2.4 1.44 3.36 12.0 24.0 7.2 

25 3,850 491.0 1.25 2.5 2.5 2.5 1.50 3.50 12.0 25.0 7.5 

26 4,168 531.0 1.3 2.6 2.6 2.6 1.56 3.64 13.0 26.0 7.8 

28 4,830 616.0 1.4 2.8 2.8 2.8 1.68 3.92 14.0 28.0 8.4 

30 5,550 706.5 1.5 3.0 3.0 3.0 1.80 4.20 15.0 30.0 9.0 

32 6,310 804.0 1.6 3.2 3.2 3.2 1.92 4.48 16.0 32.0 9.6 

40 9,860 1256.0 2.0 4.0 4.0 4.0 2.40 5.60 20.0 40.0 12.0 

50 1,5410 1963.5 2.5 5.0 5.0 5.0 3.00 7.00 25.0 50.0 15.0 

 




